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Specification and Schedule of Prices

Floor-mounted free-jet Air Diffuser BLA
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	Qty.
	Description
	Unit Price
in €
	Total price
in €

	
	Highly inductive free-flow diffuser with an expelled air range of 60°, designed for installation in raised floors.

Easily accessible dirt trap with gradually adjustable throttle slides.

Easy half-width and complete closing as well as subsequent adjustment after installation possible.

Diffuser plate for a fine splitting of the air jet into 20 individual microjets. Antiskid surface.
Floor-mounted diffuser acc. to IBM directive: class 1.2.
Breaking load > 10000 N with steel rollers (Ø = 65 mm, b = 40 mm) 

Recommended flow rate: 30-60 m3/h per diffuser 
Diffuser comprising of:

· 
diffuser plate, fiber-reinforced makrolon, nominal diameter 150 mm. 
color: 
o light grey

(similar RAL 7035)




o graphite grey
(similar RAL 7024) 

· 
dirt trap (santoprene) with 4 throttle slides (makrolon), graphite black 
(similar to RAL 9011)
Manufacturer:
LTG Aktiengesellschaft

Series:



BLA
Special Versions /Accessories (on request, additional charge):
· retaining ring, makrolon (for raised floors, for example with carpet)
· clamping piece, galvanized steel (for hollow space floors)
· air distribution box of galvanized sheet steel with retaining and sealing ring
· thottle slide, factory-mounted
· special color of diffuser plate similar to RAL No. .... 

· fastener (in combination with carpet ring, color same as diffuser plate) 
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