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Specification and Schedule of Prices

Floor-mounted Linear Diffuser LDU
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	Qty.
	Description
	Unit Price
in €
	Total price
in €

	
	High-induction, floor-mounted linear diffuser optimized for mixed air ventilation close to the facade, followed by an all room displacement ventilation meeting high comfort requirements.

The unit consists of:
· Linear diffuser  of galvanized sheet steel, powder coated, insertion from above with integrated rate setting.  The supply air jet is split into individual high-induction jets.
Visible diffuser surface with silky gloss finish, with additional clear varnish coat for scratch protection.
o  1 slot LDU 30/1
o  2 slots LDU 30/2

· Air distribution box with lateral air connection [S] of galvanized sheet steel, suitable to connect flexible air conveying lines in the false floor, with lateral connecting socket, with longitudinal support brackets on top to fix the diffuser to the carrier plate.
Casting core of polystyrene to cover the air distribution box’s upper diffuser opening when pouring screed and for protection prior to commissioning.

Technical Data
Length (standard):

800 mm, 1000 mm

Flow rate: 




30 - 170 m3/h

Pressure loss: 


10 - 50 Pa

Sound power level:

28 - 40 dB(A)

Range of operation: 
cooling mode up to -9 K









heating mode

Powder coat standard colors:


grey aluminum (similar to RAL 9007) silky gloss 

Manufacturer:
LTG Aktiengesellschaft

Series:



LDU 30/..
Special Versions /Accessories (on request, additional charge):
Linear Diffuser:



o
Powder coat special color  ______ (similar to RAL ... )

Air distribution box (1 slot only):

o
Air distribution box with air connection from below [U] of galvanized sheet steel, suitable for connection through the floor, foot traffic resistant version, seal surrounding the supply air duct coming out of the solid floor, with height-adjustable feet to compensate position tolerances on site, and structure-borne sound insulated clamping brackets to fix the air distribution box to the unfinished floor.

o
Without air distribution box for pressurized floors [-], suitable for air connection via floor cavity.
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